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o Durable triple gitched ssamson leg and crotch extend product life.
o Teflon®finish makes the product dirt resstant and ensures high visibility.
o Holster pockets of durable CORDURA®with extra pockets for tools.

e Top loading durable CORDURA® reinforced adjustable kneepad pockets,
with flap so they don't collect dirt.

o Can easlly be extended by 3 cm by releasing the red gitching on the inside.
e The darkcontrag is placed where the clothing is most exposed to dirt.
e The product tolerates industrial washing.

Technical info

Fluorescent contrast colour and with reflective tapes. Teflon® makes the product
dirt resgtant. Two-toned. Triple gtitched seamsat leg and crotch. Low waist and
form cut waist band. Ergonomically formed trouser leg. Adjustable CORDURA®
fabric holgter pockets with an extra pocket for tools. Belt loops. Fly with zip. D-
ring. Tool strap at waist. Front pockets. Back pockets with reinforcement, flap
and hidden press studs. Adjustable hammer loop. Reinforced thigh pocket with
additional pockets, an inner phone pocket aswell asan extemal phone pocket
with flap and magnetic closure. Ruler pocket with CORDURA® reinforced
opening. Adjustable kneepad pocketsin durable CORDURA® (500 D) with flap
and top access. Vertical reflexeson the side of the legs for better safety. Each
standard leg length can be Iengthened by 3 cm by releasing the intemal red
ditches.
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tested to work

17531-860 Pants with kneepad pockets and
holster pockets

CORDURA®- class 1
MASCOT® SAFE SUPREME

65% polyester/35% cotton
290 g/m?
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Twill.Do not soak Wash separately. The product is certified to retain it qualities
with 50 domestic washes or 50 industrial washes.The dirt-repellent Teflon®finish
isreactivated by tumble drying according to the washing instructions.

Industrial care category A2

Teflon
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The product is certified with maximum 0,0200m? logo area. This approved area
must not be exceeded. Logo on, respectively, front or back of the product can
condtitute only a maximum of 50% of the total approved logo area in order to
maintain the EN ISO 20471-certification. Note: The listed area isonly a guide to
how much space is available for logo placement. In order to maintain the
product’s hi-vis class according to EN ISO 20471, the ingtructions on logo size
must be observed.

Logo

Logo placement:

o Workwear logo. Left back pocket. Max 10x5 cm/3.9x1.9 inches

o Workwear logo. Right back pocket. Max 10x5 cm/3.9x1.9 inches

« \Workwear logo. Vertical on right thigh, read from the top downwards.
Max 25x5 cm/9.8x1.9 inches

o Workwear logo. Horizontal on right thigh. Max 11x5 cm/4.3x1.9 inches

« Workwear logo. Horizontal on left calf. Max 12x6 cm/4.7x2.3 inches

o Workwear logo. Special placement. Contact to discuss further



